
 
 
   APEXSHA 10G SFP TRANSCEIVER SERIES              

Product Datasheet 

 

Apexsha 10G SFP+ transceivers are high-performance, cost-effective modules designed to support 10G Ethernet and Fibre Channel 

applications over long distances. These transceivers are compliant with the SFP+ Multi-Source Agreement (MSA) standards and are ideal 
for high-speed data transmission with low power consumption. Featuring a hot-swappable design and high-density LC connector, these 

transceivers provide f lexibility and reliability in various network environments, that can operate reliably in electrically harsh, climatically 

demanding, and wide temperature range (-40℃ to 85℃) environment. 

 

 

 

 
 

 
  KEY FEATURES  
 

➢ Supports 10 Gbps data rates for 10G Ethernet and Fibre Channel 

applications. 

➢ SFP MSA, IEEE 802.3ae (10GBASE-LR) 

➢ Hot-pluggable SFP footprint allows for easy installation and removal 

without powering down the system 

➢Operates at 1310nm for AT3010SL-10G and AT3020SL-10G. 

➢ Operates at 1490nm/1550nm for AT3080SL-10G and AT3120SL-

10G. 

➢ Equipped with an LC duplex connector, ensuring secure and reliable 

connections 

➢ Provides real-time monitoring of parameters such as temperature, 

supply voltage, laser bias current, transmit/receive optical power 

  APPLICATION INFORMATION  

➢ Gigabit Ethernet 

➢ Switch to Switch interface 

➢ Fibre Channel 

➢ SONET/SDH 

➢ Data centers 

➢ Enterprise networks 

➢ Telecommunications 

➢ Other optical transmission systems 

➢ Support DDM 

➢ Operates reliably within a temperature range of -40°C to 

85°C, suitable for various environmental conditions 

➢ Designed with durable metal housing for enhanced EMI 

performance and long-term reliability 

➢ Compliant with SFP Multi-Source Agreement (MSA) 

standards 

➢ Meets industry standards such as IEEE 802.3z 

➢Suitable for various applications including Ethernet, Fibre 

Channel, SONET/SDH, data centers, enterprise networks, and 

telecommunications 

  MECHANICAL:  

 

 

TECHNICAL SPECIFICATIONS 

Model AT3010SL-10G AT3020SL-10G AT3080SL-10G AT3120SL-10G       

Data Rate 10 Gbps 10 Gbps 10 Gbps 10 Gbps    

Fiber Type Single-Mode Single-Mode Single-Mode Single-Mode    

Connector Dual LC/UPC Dual LC/UPC Dual LC/UPC Dual LC/UPC    

Wavelength 1310nm 1310nm 1490nm/1550nm 1490nm/1550nm    

Distance 10KM 20KM 80KM 120KM    
 

   ORDERING INFORMATION  

AT3010SL-10G SFP Transceiver 10G 1310nm 10km LC, LX Single Mode 

AT3020SL-10G SFP Transceiver 10G 1310nm 20km LC, LX Single Mode 

AT3080SL-10G SFP Transceiver 10G 1490nm/1550nm 80km LC, LX Single Mode 

AT3120SL-10G SFP Transceiver 10G 1490nm/1550nm 120km LC,LX Single Mode 

 

NOTE: Specifications and images are subject to change without notice. products referred to in this catalogue are trademarks of APEXSHA or its affiliates. All other Services, Trademarks and brand names 

are property of their respective Companies 


