
Product Datasheet

ORDERING INFORMATION:

APEXSHA FIBER COUPLER

Apexsha provides different types of Couplers such as SC, LC, ST, MTRJ and FC. Couplers are used to
connect the fiber Optic cables together and it has any shapes and size but it serves the same Purpose.

 Zirconia ceramic ferrule
 Flange or flangeless are available
 Stainless steel or buckle clip
 Flammability Rating: UL94-V0
 RoHS Compliant

TECHNICAL SPECIFICATIONS:
Type of Couplers SC/LC/ST/MTRJ/FC
Type of Mount Snap mount
Sleeve Material Zirconia
Housing material Plastic
Type of Housing Simplex / Duplex.
Dust Protection Yes (Dust Cap)
Insertion Loss ≤0.15db.
Repeatability 1000 times
Mechanical Resistance 200-600g
Color of Coupler SM - MM - OM3

Blue Beige Aqua
Operating Temperature -40°C to +80°C

Model

AFCX1X2-X3

DESCRIPTION

X1 : S (SM)/M(MM)/T(OM3)

X2 : S (Simplex)/D(Duplex)

X3 : SC/LC/ST/MTRJ/FC

Key Features:

NOTE: Specifications and images are subject to change without notice. products referred to in this catalogue are trademarks of APEXSHA or its affiliates. All other Services, Trademarks and brand
names are property of their respective Companies


